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DIAMOND CHOKE MANIFOLD 
 
4	
  VALVES	
  DIAMOND	
  CHOKE	
  MANIFOLD	
  3	
  1/16”	
  10000	
  PSI,	
  API	
  6A,	
  DD-­‐NL,	
  P-­‐U,	
  PSL2,	
  
consisting	
  of:	
  

-­‐	
  1	
  x	
  Adjustable	
  CORTEC	
  choke	
  3	
  1/16”	
  10K	
  –	
  2”	
  max	
  orifice;	
  
-­‐	
  1	
  x	
  Positive	
  CORTEC	
  choke	
  3	
  1/16”	
  10K	
  –	
  2”	
  max	
  orifice;	
  
-­‐	
  4	
  x	
  Manual	
  gate	
  valves	
  (VALVEWORKS)	
  3	
  1/16”	
  10K;	
  
-­‐	
  1	
  x	
  set	
  of	
  8	
  x	
  1”	
  BEANS	
  –	
  1/8”	
  increment	
  (From	
  1/8”	
  to	
  1”);	
  
-­‐	
  1	
  x	
  set	
  of	
  8	
  x	
  2”	
  BEANS	
  –	
  1/8”	
  increment	
  (From	
  1/8”	
  to	
  2”);	
  
-­‐	
  each	
  block	
  c/w	
  thermowell	
  tapping	
  &	
  thermowell;	
  
-­‐	
  complete	
  set	
  of	
  bean	
  adapters	
  and	
  tools;	
  
-­‐	
  INLET	
  3”	
  FIG	
  1502F	
  /OUTLET	
  3”	
  FIG.	
  1502M.	
  	
         
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Additional	
  features:	
  	
  

• all	
  beans	
  are	
  SSTC	
  partially	
  lined;	
  
• crossovers	
  on	
  different	
  size	
  of	
  tubing	
  are	
  available;	
  
• possibility	
  to	
  install	
  two	
  positive	
  chokes	
  on	
  both	
  lines	
  for	
  fast	
  and	
  convenient	
  bean	
  

change	
  (additional	
  positive	
  choke	
  cap	
  available	
  in	
  stock).	
  	
  
	
  
Manufactured	
  in	
  accordance	
  with	
  API	
  6A,	
  NACE	
  MR01-­‐75.	
  
  
 
 
 
 
 
 
 

 
 
 


